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Switch Located Inside Changer
Next To The Eject Button

Set To "Std." If Using M-Bus Controller

Ai Std.

Ai Std.

Ai Std.

Ai Std.

Switch Located Inside Changer
Next To The Eject Button

Set To "Ai" If Using Ai-Shuttle Controller

®

5 Meter 
Ai-Net  Extension Included with 

CHA-S614

KCA-130B
Ai to M-bus Adaptor

(Optional)
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5-Way Adjustable Suspension System
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HIGH SPEED DISC CHANGE

HIGH SPEED DISC CHANGE

REGULATED 1bit D
AC

M-Bus CD Shuttle
DIN Connector

5 Left Signal

6 Battery

7 Accessory

8 Power Supply Ground

1 Data Bus

2 Signal Ground

3 Data Ground

4 Right Signal
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Note: Switch must be 
changed Prior to 
Cable Connection

Connecting to Ai-Shuttle Controllers

®B

Connecting to Ai-Shuttle Controllers

Ai-Net Controller

5 Meter Ai-Net  Cable
Included with CHA-S614
Part No. - 01T55561W34
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7 Battery

8 Power Supply Ground

1 Accessory

2 Ground Bus

3 Data Bus

4 Right Signal

Ai-NET  Connector Ai-NET  
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CHA-S614
6 Disc CD Shuttle (Ai-NET/M-Bus)


